PCT5:xs

Tension & Compression load cell 10kgf ~ 5tf
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Features
Fully Environmental Protection

Specifications
10, 20, 50, 100, 200,

Rated Capacity

500, 1tf, 2tf, 5tf
Rated output 320.015% mV/V Protection class IP66

Hysteresis For

CRepeatabilty _ - Hopper & Tank Weighing systern

Creep for 20min

L ——— R T— — ersion & Compression splcaton

Temperature range Compensated -10-70
Safe -20-80
RatedOugput 002 - Nickel plated steel
Zerobalance 003
Insulation(Min) 2,000 -
Resistance Input 420+30 0 EXC.[+) : RED EXC.[-) : WHITE
outpu 350,35 SIGLIGREEN  SIGHIBLE
_—- SHIELD : YELLOW
Maximum 15V
0,

Safe overload

150 %o

-ﬂﬂﬂﬂ_—
10,20,50,100kgf Mé x 1P
200,500kgf 51 76 24 19 14.8 M12 x 1.75P
1tf 51 76 30 25 1338 M12 x 1.75P
2tf 76 108 37 32 265 M20 x 1.5P
5tf 89 121 37 32 31 M24 x 2P

(THE ABOVE PRODUCTS IS ORDER PRODUCTION TYPE)
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